premium oil

‘ TECHNICAL DATA SHEET

PEXOL P3 5W-30

A universal, fuel economy, special composed synthetic motor oll recommended for use in petrol and diesel
engines, with or without turbo-charging, n passenger cars and delivery vans for which the most modern
specifications are required.

® Maintains performance thanks to superior thermal and oxidation stability during the longest oil change
period recommended by vehicle manufacturers.
m Outperforms in variable weather conditions thanks to its high viscosity index.

ACEA A3/B4, API SN/CF, BMW Longlife-01, MB 229.3/226.5, Renault Rn0700, VW 502.00/505.00

Density, @15 °C glem® ASTM 4052 0.853

K. Viscosity, @ 100°C cSt ASTM D 445 12,0
Viscosity Index ASTM D 2270 162
CCS-30°C mPa s ASTM D 5293 Max.6600
Flashing Point °C ASTM D 92 228

Pour Point °C ASTM D 97 -42

*Values may vary between productions.

It should be protected from direct sunlight and precipitation. Packages should be stored in a sealed way,
under a porch or in indoor areas. Storage temperature should be between (+5)-(+40)°C.

In the light of the available information, this product is not expected to create a negative impact on human
health when used in the intended location and under the specified conditions of use. Used product should
not be incinerated or poured into soil and waste water channels. Waste oils should be sorted into
categories according to Regulation on Control of Waster Oils, and disposed of via licensed enterprises
having the properties defined in this regulation. Please read the Material Safety Sheet when necessary.



