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PEXOL T7 10W-40

Is the high performance, synthetic heavy duty diesel motor oil which is compatible with exhaust emission
systems with Low-SAPS feature and provides superior protection against wear and engine cleaning due to its
specially developed formulation. It can be used in vehicles meet Euro VI, Euro V and Euro IV emission standards.

Provides long life for exhaust emission systems by its low ash, phosphorus and sulphur (LowSAPS) content.

® Thanks to its high oxidation and viscosity stability, saves maintenance cost by meeting requirements
of long drain intervals.

m [t can be used safely at all climate and road conditions by providing constant lubrication.

Protects the engine against wear, rust and corrosion and prolongs the motor life and performance.

m Producing with low friction technology and due to its excellent fluidity and pumpability properties

provides maximum protection against wear at the time of first run of engine.

ACEA E6, E7, E9, API Cl-4, Cat ECF-1, Cummins CES 20076/20077, DAF Extended Drain, Deutz DQC IV-18 LA,
Iveco18-1804 TLS E6, JASO DH-2, Mack EO-N, MAN M 3477 /M 3271-1, MB 228.51, MTU Type 3.1, Renault VI RLD-
2/RXD/RGD, Volvo VDS-3

Density, @15 °C glem?® ASTM 4052 0.862

K. Viscosity, @ 100°C cSt ASTM D 445 14,0
Viscosity Index ASTM D 2270 150
CCS-25°C mPa s ASTM D 5293 Max.7000
Flashing Point °C ASTM D 92 228

Pour Point °C ASTM D 97 -39

*Values may vary between productions.

It should be protected from direct sunlight and precipitation. Packages should be stored in a sealed way,
under a porch or in indoor areas. Storage temperature should be between (+5)-(+40)°C.

In the light of the available information, this product is not expected to create a negative impact on human
health when used in the intended location and under the specified conditions of use. Used product should
not be incinerated or poured into soil and waste water channels. Waste oils should be sorted into
categories according to Regulation on Control of Waster Oils, and disposed of via licensed enterprises
having the properties defined in this regulation. Please read the Material Safety Sheet when necessary.



